MITSUBISHI ICs (AV COMMON)

M5223L/P/FP

DUAL SINGLE POWER SUPPLY OPERATIONAL AMPLIFIERS

DESCRIPTION

The M5223 are semiconductor integrated circuits designed as
dual operational amplifiers which permit single power supply
operation.

The devices come in a compact 8-pin SIP, DIP or FP and
contain two sircuits for yielding a high internal phase com-
pensation and high performance. For both input and output,
operation is possible from the GND level and this makes it
possible for the device to be used widely as a general-pur-
pose operational amplifier in the motor control circuits of
such equipment as cassette decks, turntables, VTRs and
digital audio disc players as well as in automotive electronic
products and communications equipment. It can also be em-
ployed as a simple comparator.

FEATURES
® Wide common input voltage range and operation
permitted with GND level input -++-eeer Vi=—0.3v~+36V
® Output voltage level can be reduced to near the GND
level
® Wide operating supply voltage range and single power
supply operation possible -+« Vee=3V~36V(Vcemax)
® High voltage gain Gvo=100dB(typ.)
@ High allowable power dissipation -+ P4=800mW(SIP)
Pq=625mW(DIP)
Pa=440mW(FP)

APPLICATION

General-purpose amplifier in control circuits of cassette

decks, turntable, VTRs, video disc players and audio disc

players, general-purpose amplifier in automotive electronic

products, communications equipment and copying machines.
General-purpose amplifier in radio-controlled and electro-

nic toys, and electronic games.
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* Two circuits are featured in
the circuit on the left.
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